
• NATURAL SMOKE CONTROL
• ZENITHAL LIGHTING
• ROOF ACCESS

SUPPORT :
Watertight roof / 
Existing upstand

Fillings
   PCA 10 IR opal

  PCA 10 grey

  PCA 10 transparent

  PCA 10 + 

  Insulated aluminum 
cover

  PMMA double dome

  Solid PC double dome

Upstand
 Upstand height 360 mm, 410 

mm and more

 Interior paintwork (standard 
RAL colours)

  Collared sheet metal at the top 
for for PVC sealing

  Galvanised sheet metal at the 
top for PVC waterproofing

  Bare insulation for PVC sealing

  With deflectors (SD/AD)

Control
  Position switch

  OPTIONS

  STYLING ENHANCER P.6

   EXISTS IN VERSIONS LIGHT

Others
  6 mm round grille or 16x16 mm square tube 

1200 joules galvanised or lacquered in standard 
RAL

  Anti-wire mesh (16x16 tube + R6) burglar 
resistant, galvanized or laquered in standard 
RAL

 Hanging bar grey 
lacquered ladder

   Grey lacquered holding 
stock

  Possibility of roof 
access by unlocking 
the lock block

Support bracket 
RAL 9006

Ladder hanging bar 
RAL 9006

ASSETS

Easy to connect the device

Ventilation possible thanks to the electric 
motor 

Also available in 
a capture version 
for renovation or 
compliance
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PYRODÔME® 
ÉVOLUÉLEC

CONTROL
 Electric opening/closing

UPSTAND
 Straight skirt

 12/10th galvanized steele

 Height 310 mm with 15mm 
bituminous insulation

FILLING
  PCA 10 opal multiwall, Ug 
= 2.7 W/m².K



SUPPORT :
Watertight roof/ 
Existing upstand

• NATURAL SMOKE CONTROL
• ZENITHAL LIGHTING
• ROOF ACCESS

  GEOMETRIC DIMENSIONS

Hopper dimensions
A x B (cm)

Overall dimensions heel
 C x D (cm) Height H (cm)

Illumina-
tion area 

(m²)
E (cm)

Weight (Kg)

Border 
right

Curb biased 
XL

Border 
right

Curb biased 
XL

Border 
right

Curb biased 
XL

Border 
right

Curb biased 
XL

PCA DD PCA DD PCA DD PCA DD

100 x 100 114 x 114 118 x 118 132 x 132 37 56 37 56 1.00 165 63 69 67 73

120 x 120 134 x 134 138 x 138 152 x 152 37 59 37 59 1.44 186 76 86 81 90

140 x 140 154 x 154 158 x 158 172 x 172 37 62 37 62 1.96 207 90 103 95 109

150 x 150 164 x 164 168 x 168 182 x 182 37 64 37 64 2.25 228 96 112 102 118

160 x 160 174 x 174 178 x 178 192 x 192 37 65 37 65 2.56 240 103 122 109 128

180 x 180 194 x 194 198 x 198 212 x 212 39 68 39 68 3.24 274 116 - 123 -

195 x 200 209 x 214 213 x 218 227 x 232 39 73 39 73 3.90 285 129 - 137 -

100 x 150 114 x 164 118 x 168 132 x 182 37 56 37 56 1.50 165 76 86 81 91

100 x 200 114 x 214 118 x 218 132 x 232 39 56 39 56 2.00 165 90 104 96 110

120 x 200 134 x 214 138 x 218 152 x 232 38 - 38 - 2.40 186 98 - 105 -

140 x 200 154 x 214 158 x 218 172 x 232 39 62 39 62 2.80 207 106 - 113 -

120 x 250 134 x 264 138 x 268 152 x 282 39 59 39 59 3.00 186 112 - 110 -

Other dimensions : consult us. *For an upstand height of 310 mm.
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  AERAULIC PERFORMANCES

PYRODÔME ÉVOLUÉLEC PYRODÔME ÉVOLUÉLEC XL

Hopper dimensions
A x B (cm)

Av (m²)
Aa (m²)

Av (m²)
Aa (m²)

Border right Curb biased 
XL SD AD SD AD

100 x 100 114 x 114 1.00 0.55 0.68 1.30 0.70 0.87

120 x 120 134 x 134 1.44 0.78 0.96 1.80 0.97 1.20

140 x 140 154 x 154 1.96 1.04 1.28 2.37 1.27 1.60

150 x 150 164 x 164 2.25 1.18 1.45 2.69 1.43 1.82

160 x 160 174 x 174 2.56 1.34 1.63 3.03 1.61 2.05

180 x 180 194 x 194 3.24 1.67 2.12 3.76 1.99 2.56

195 x 200 209 x 214 3.90 2.04 2.60 4.47 2.40 3.13

100 x 150 114 x 164 1.50 0.81 1.00 1.87 1.01 1.25

100 x 200 114 x 214 2.00 1.00 1.33 2.44 1.32 1.64

120 x 200 134 x 214 2.40 1.21 1.59 2.87 1.45 1.95

140 x 200 154 x 214 2.80 1.42 1.85 3.30 1.68 2.24

120 x 250 134 x 264 3.00 1.41 1.98 3.54 1.78 2.41

  ENSLAVEMENT

In order to realize the servo-control of the PYRODÔME® ÉVOLUÉLEC and the PYRODÔME® ÉVOLUÉLEC COIFF RISE, we 
propose you evolutionary installation kits. These kits are simple to implement, thanks to the possibility of combining a basic 
kit and an electrical satellite.



PYRODÔME® 
ÉVOLUÉLEC 
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  PERFORMANCES  
Evacuation device opening: type B (opening + closing)

Reliability : Re 1000 + 10000 (partial aeration opening 20°)

Low ambient temperature : T(-15°) 

Heat resistance : B300

Wind load : WL1500

Opening under load : up to SL1500 depending on size

Also available in WL3000 - Consult us.

  COMPLIANCE AND 
IMPLEMENTATION

DENFC CE in accordance with the NF EN 12101-2 
(product certification N° 0402 CPR 500026*).

Fixing and sealing must be in accordance with the prescriptions 
defined in the DTU series 40 and 43 in force. 

Maximum insulation height : the height of the waterproofing ups-
tand to be respected according to the DTU is 150 mm minimum.

The waterproofing complex (the substrate, the vapour barrier, the 
insulation and the two-layer waterproofing) cannot be greater than 
140 mm for an interior upstand height of 310 mm, or greater than 
240 mm for an interior upstand height of 410 mm

Maximum authorized slope : 25° or 46% when the axis of articula-
tion is parallel to the roof slope and Av <2m²

Only the bar option guaranttes the 1200 joules protection.

DoP available on www.skydome.eu

*deflector certification in progress

PYRODÔME® ÉVOLUÉLEC PCA

Styling raiser
PYRODÔME® ÉVOLUÉLEC PCA



SUPPORT :
Watertight roof / 
existing upstand

• NATURAL SMOKE CONTROL
• ZENITHAL LIGHTING 
• ROOF ACCESS

  ELECTRICAL PERFORMANCE OF THE DEVICE
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  FILLING PERFORMANCE
Other Fillinges : see «Fillings» technical sheet

Types of fillings

Heat transmission coeffi-
cient Ug (W/m².K) LT 

D65(2)

ST 
ou g(2)

Reaction to 
fire

Rw
RA=Rw+C

RA,tr=Rw+Ctr
(dB)(3)Uhor

(1) Uvert
(1)

PC
A

PCA 10, 4 walls, opal 2.7 2.5 57 % 60 % B,s1,d0 Rw=17 dB

PCA 10 with Lumira™ Aerogel clear 1.93 ND 71 % 66 % B,s1,d0 ND

Co
ve

r 

40 mm aluminium cover 0.85 ND 0 % ND ND 63

D
om

e

Double dome PMMA opal
Opal top dome + transp. bottom dome. 2.8 2.5 78 % ND E ND

Double dome PC full 1200 joules
Upper dome PC full opal + lower dome PC full 
transp.

2.8 2.5 66 % ND B,s2,d0 ND

Double dôme 1200 joules Double dome 
1200 joules
Upper dome PMMA opal + lower dome PC full 
transp.

2.8 2.5 ND ND E ND

(1) In relation to the horizontal, according to §2.31 of the TH-Bat rules.   
(2)  Light transmission factor TL D65 and total solar transmission factor FS (TST or g) according to EN 410. 
(3) Insulation of the filling to airborne sound Rw, to pink noise RA (neighborhood, airport and industrial activities) and to road noise RA, Tr meseared in laboratory according to NF EN ISO 140.

Dimensions (cm) Filling range ORIGIN’

Width Length
SL 125 SL 250 SL 500 SL 800 SL 1000 SL1500

24V 48V 24V 48V 24V 48V 24V 48V 24V 48V 24V 48V

100

100 4 2 4 2 4 2 4 2 4 2 6 3

150 4 2 4 2 4 2 4 2 4 2 6 3

200 4 2 4 2 4 2 4 2 4 2 6 3

120

120 4 2 4 2 4 2 4 2 4 2 8 4

200 4 2 4 2 4 2 6 3 8 4 8 4

250 4 2 4 2 4 2 8 4 8 4 12 6

140
140 4 2 4 2 4 2 4 2 6 3 8 4

200 4 2 4 2 4 2 8 4 8 4 12 6

150 150 4 2 4 2 4 2 6 3 8 4 8 4

160 160 4 2 4 2 4 2 8 4 8 4 12 6

180 180 4 2 4 2 12 6 12 6

200 195 4 2 4 2 12 6 12 6

*Angled upstand on the length

1 crossbar : 4A (24V) - 2A (48V) 1 crossbar: 6A (24V) - 3A (48V)2 crosspieces : 8A (24V) - 4A (48V) 2 crosspieces : 12A (24V) - 6A (48V)



 THE PYRODÔME® ÉVOLUÉLEC CAP LIFTER 
FOR RENOVATION AND RETROFITTINGFOCUS ON...

  GEOMETRIC DIMENSIONS AND AIRFLOW PERFORMANCE

Hopper 
dimensions 

A x B (cm)

Overall 
dimensions 
C x D (cm)

Height H* (cm) Illuminated 
surface (m²) E (cm)

Weight (Kg)
Av (m²)

Aa (m²)

PCA DD PCA DD SD AD

100 x 100 117 x 117 23 42 1.00 165 53 59 1.00 0.57 0.68

120 x 120 137 x 137 23 45 1.44 186 64 73 1.44 0.77 0.97

140 x 140 157 x 157 23 48 1.96 207 75 89 1.96 0.97 1.30

150 x 150 167 x 167 23 50 2.25 228 81 97 2.25 1.08 1.48

160 x 160 177 x 177 23 51 2.56 240 86 105 2.56 1.18 1.67

180 x 180 197 x 197 25 54 3.24 274 97 - 3.24 1.38 2.13

195 x 200 212 x 217 25 59 3.90 285 108 - 3.90 1.58 2.50

100 x 150 117 x 167 23 42 1.50 165 63 86 1.50 0.85 1.01

100 x 200 117 x 167 25 42 2.00 165 75 104 2.00 1.15 1.33

120 x 200 117 x 217 24 - 2.40 186 82 - 2.40 1.29 1.57

140 x 200 157 x 217 25 48 2.80 207 89 - 2.80 1.40 1.83

120 x 250 137 x 267 25 45 3.00 186 93 - 3.00

Other dimensions : consult us. *For an upstand height of 170 mm.

PYRODÔME® 
ÉVOLUÉLEC 
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PYRODÔME® 
ÉVOLUÉLEC 

  THE PYRODÔME® ÉVOLUÉLEC CAP LIFTER 
FOR RENOVATION AND RETROFITTING

SUPPORT :
Watertight roof / 
Existing upstand

• NATURAL SMOKE CONTROL
• ZENITHAL LIGHTING
• ROOF ACCESS

  IMPLEMENTATION PLAN

Cap lifter
 height 

170 mm high

84 mm

Existing 
upstand

The PYRODÔME® ÉVOLUÉLEC upstand can be adapted to any type of upstand to bring appliances into compliance or 
change the original function while maintaining the existing upstand.

FOCUS ON ...

UPSTAND
  Bevelled adaptation header with 84 
mm heel and 40 mm projection

  12/10 galvanised steel 

  Height 170 mm

FILLING
  PCA 10 opal multiwall, Ug 
= 2.7 W/m².K

info@skydome.eu Entre-Deux-Villes
02270 Sons-et-Ronchères - FRANCE 
Tél. +33 (0)3 23 21 79 90 - Fax. +33 (0)3 23 21 79 76

www.skydome.eu

CONTROL
  Electric opening/closing

  Integrated and remote 
mechanism for hopper sizes 
100x100 cm and 120x120 cm

6

Upstand
 Upstand insulation 

including a galvanised 
steel galvanised steel 
protection sheet

  Heel width on request 
for adaptation to the 
existing support

 Upstand height on 
request

  OPTIONS 
List of standard options 
p.1



INSULATION 
OPTIMAL
Urc : 1.3 W/m2.K
(PYRODÔME® ÉVOLUÉLEC ELITE 32+, dimensions 160x160 cm, upstand 

height 410 mm)

Costière
  Hauteur de costière 450 mm et plus

  Laquage intérieur (teintes RAL 
standard 9010)

CONTROL
   Electric opening/closing

UPSTAND
 Straight skirt

 12/10 galvanised steel 

  Height 360 mm with 30 mm 
bituminous insulation

FILLINGS
 PCA 16  

 PCA 16+

 PCA 32

 PCA 32+

 Triple dome PMMA

 Acoustik’ Light

1

PYRODÔME® 
ÉVOLUÉLEC

• NATURAL SMOKE CONTROL
• ZENITHAL LIGHTING 
• ROOF ACCESS

SUPPORT :
Watertight roof/
Existing upstand

Fillings
   PCA 16 IR opal

  PCA 16 grey

  PCA 16 transparent

  Insulated aluminum 
cover

  Triple dome PC solid

Upstand
 Upstand height 410mm and 

more

 Interior paintwork (standard 
RAL colours)

  Colaminated sheet metal in the 
upper part for PVC sealing

  Galvanized sheet metal at the 
top for PVC sealing

  Bare insulation for PVC sealing

  With deflectors (SD/AD)

Control
  Position switch 

  STYLING ENHANCER P.14

Others
 6 mm round grille or 16x16 mm square tube 

1200 joules galvanised or lacquered in standard 
RAL

  Anti-wire mesh (16x16 tube + R6) burglar 
resistant, galvanised or lacquered in standard 
RAL

 Grey lacquered ladder 
hook bar

  Grey lacquered 
handrail

  Possibility of roof 
access by unlocking 
the lock

Support bracket 
RAL 9006

Ladder hanging bar 
RAL 9006

  OPTIONS

  EXISTS IN A VERSION LIGHT
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 GEOMETRIC DIMENSIONS

Hopper dimensions
A x B (cm)

Overall heel dimensions
C x D (cm) Height H (cm)

Illuminated 
area (m²) E (cm)

Weight (Kg)

Border 
right

Header 
biased XL

Border 
right

Header 
biased XL

Border 
right

Header 
biased XL

Border 
right

Header 
biased XL

100 x 100 114 x 114 118 x 118 132 x 132 42 42 1.00 165 63 67

120 x 120 134 x 134 138 x 138 152 x 152 42 42 1.44 186 76 81

140 x 140 154 x 154 158 x 158 172 x 172 42 42 1.96 207 90 95

150 x 150 164 x 164 168 x 168 182 x 182 42 42 2.25 228 96 102

160 x 160 174 x 174 178 x 178 192 x 192 42 42 2.56 240 103 109

180 x 180 194 x 194 198 x 198 212 x 212 44 44 3.24 274 116 123

195 x 200 209 x 214 213 x 218 227 x 232 44 44 3.90 285 129 137

100 x 150 114 x 164 118 x 168 132 x 182 42 42 1.50 165 76 81

100 x 200 114 x 214 118 x 218 132 x 232 44 44 2.00 165 90 96

120 x 200 134 x 214 138 x 218 152 x 232 43 43 2.40 186 98 105

140 x 200 154 x 214 158 x 218 172 x 232 44 44 2.80 207 106 113

120 x 250 134 x 264 138 x 268 152 x 282 44 44 3.00 186 112 110

Other dimensions: please consult us. *For 360 mm upstand height.

  FILLING PERFORMANCE
Other fillings: see data sheet «Fillings».

Type of fillings

Coefficient de transmission 
thermique Ug (W/m².K) LT 

D65(2)

SF 
ou g(2)

Reaction 
to fire

Rw
RA=Rw+C

RA,tr=Rw+Ctr
(dB)(3)Uhor

(1) Uvert
(1)

PC
A

PCA 16, multi-wall, opal 2.0 1.8 54% 55% B,s1,d0 Rw=19 dB, RA=19 dB
RA,tr=17 dB

PCA 16 with Lumira™ Aerogel 
transparent 1.31 ND 67% 67% B,s1,d0 Rw=21 dB, RA=21 dB

RA,tr=19 dB

PCA 32, multi-wall, transparent 1.4 1.25 64 % 57 % B,s1,d0 Rw=19 dB, RA=18 dB
RA,tr=18 dB

PCA 32 with Lumira™ Aerogel 50% trans-
parent 0.8 ND 43 % 45 % B,s2,d0 Rw=21 dB, RA=21 dB

RA,tr=20 dB

Co
ve

r

40 mm aluminium cover 0.85 ND 0 % ND ND 63

D
om

e Triple full PC dome opal
Top dome opal + middle dome transparent + lower 
dome transparen

2.0 1.95 61 % ND B,s2,d0 ND

A
co

us
ti

k’
 

Acoustik’ Light
PCA 10 transparent & PCP 6 transparent 2.1 ND 54% 37% ND Rw=27 dB, 

RA=RA,tr=26 dB

(1) According to §2.31 of the Th-Bat rules.
(2) Light transmission factor TL D65 and total solar transmission factor FS (TST or g) according to EN 410.
(3) Insulation of the filling against airborne sound Rw, pink noise RA (neighbourhood, airport and industrial activities) and road noise RA,Tr measured in a laboratory according to NF EN ISO 140.

• NATURAL SMOKE CONTROL
• ZENITHAL LIGHTING
• ROOF ACCESS

SUBSTRATE :
Waterproof roof / 
Existing roof ridge



PYRODÔME® 
ÉVOLUÉLEC
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  PERFORMANCES  
Escape device opening: type B (opening + closing)

Reliability: Re 1000 + 10000 (partial opening ventilation 20°) 

Low ambient temperature: T(-15°) 

Heat resistance : B300

Wind load : WL1500

Opening under load: Up to SL1500 depending on size

Also available in WL 3000. Please consult us.

  COMPLIANCE AND 
IMPLEMENTATION

DENFC CE in accordance with the NF EN 12101-2 (product certification 
N° 0402 CPR 500026*).

Fixing and sealing must be in accordance with the regulations defined in 
the DTU series 40 and 43 in force. 

Maximum insulation height: the height of the waterproofing upstand to 
be respected according to the DTU is 150 mm minimum.

The waterproofing complex (the substrate, the vapour barrier, the insula-
tion and the two-layer waterproofing) cannot be :

For the THERMIK’ CLASSIC range, greater than 140 mm for an internal 
ridge height of 310 mm, or greater than 190 mm for an internal ridge 
height of 360 mm, or greater than 240 mm for an internal ridge height of 
410 mm.

For the THERMIK’ CONFORT AND ELITE range, greater than 125 mm for 
an internal upstand height of 310 mm, or greater than 175 mm for an in-
ternal upstand height of 360 mm, or greater than 225 mm for an internal 
upstand height of 410 mm.

Maximum authorised slope: 25° or 46% when the axis of articulation is 
parallel to the roof slope and Av <2m².

Only the bar option guarantees 1,200 joules of protection.

DoP available at www.skydome.eu

*Deflector certification in progress

PYRODÔME® ÉVOLUÉLEC PCA

Styling raiser
PYRODÔME® ÉVOLUÉLEC PCA
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  AIR PERMEABILITY AND LIGHT 
SURFACE

Dimen-
sions 

of hop-
per

A x B (cm)

Air flow rate 
(m3/h)  - Class 

AP06(1) 
SLE(2) (m²)

Under 
4 Pa

Under 
50 Pa

Straight skirt Bevelled edge XL

360 
mm 
high

410 
mm 
high

Haut. 
360 
mm

410 
mm 
high

100 x 100 0,12 0,76 0.36 0.35 0.37 0.36

120 x 120 0,14 0,92 0.54 0.52 0.55 0.54

140 x 140 0,17 1,07 0.75 0.73 0.77 0.75

150 x 150 0,18 1,15 0.86 0.85 0.89 0.87

160 x 160 0,19 1,22 0.99 0.98 1.02 1

180 x 180 0,22 1,38 1.27 1.25 1.31 1.29

195 x 200 0,24 1,51 1.54 1.52 1.59 1.57

100 x 150 0,15 0,96 0.56 0.55 0.57 0.56

100 x 200 0,18 1,15 0.76 0.74 0.78 0.76

120 x 200 0,19 1,22 0.95 0.93 0.95 0.93

140 x 200 0,20 1,30 1.09 1.07 1.12 1.1

120 x 250 0,22 1,41 1.16 1.14 1.2 1.18
(1) Air permeability tests carried out at the BBRI in accordance with the protocols NF EN 1873 (with reference to the stan-
dards NF EN 12152 and NF EN 12153). (2) SLE calculated with white lacquered upstand and PCA 16.

   AIR PERFORMANCE

PYRODÔME 
ÉVOLUÉLEC

PYRODÔME 
ÉVOLUÉLEC XL

Dimensions 
of hopper
A x B (cm) Av 

(m²)

Aa (m²)
Av 

(m²)

Aa (m²)

Straight 
skirt

Bevelled 
edge XL SD AD SD AD

100 x 100 114 x 114 1.00 0.55 0.68 1.30 0.70 0.87

120 x 120 134 x 134 1.44 0.78 0.96 1.80 0.97 1.20

140 x 140 154 x 154 1.96 1.04 1.28 2.37 1.27 1.60

150 x 150 164 x 164 2.25 1.18 1.45 2.69 1.43 1.82

160 x 160 174 x 174 2.56 1.34 1.63 3.03 1.61 2.05

180 x 180 194 x 194 3.24 1.67 2.12 3.76 1.99 2.56

195 x 200 209 x 214 3.90 2.04 2.60 4.47 2.40 3.13

100 x 150 114 x 164 1.50 0.81 1.00 1.87 1.01 1.25

100 x 200 114 x 214 2.00 1.00 1.33 2.44 1.32 1.64

120 x 200 134 x 214 2.40 1.21 1.59 2.87 1.45 1.95

140 x 200 154 x 214 2.80 1.42 1.85 3.30 1.68 2.24

120 x 250 134 x 264 3.00 1.41 1.98 3.54 1.78 2.41

3

SUPPORT :
Watertight roof / 
Existing roof ridge

• NATURAL SMOKE CONTROL
• ZENITHAL LIGHTING
• ROOF ACCESS



PYRODÔME® 
ÉVOLUÉLEC 
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  ACOUSTIC PERFORMANCE OF THE UNIT

PCA 16 PCA 
16+ PCA 32 PCA 32

& dome
PCA 
32+

PCA 
32+

& dome

Alu 
cover 

40 
opaque

Triple 
dome

Acoustik’
Light*

Sound reduction Rw (C;Ctr) (dB) 17(-2;2) 19(0;-1) 20(-2;-1) 25(-1;-3) 21(0;0) 26(-1;-3) 23(-1;-3) 20(0;-2) 25(-1;-1)

Intensity level generated by rain Lia (dB) 77 74 75 63 72 61 63 63 66

Rw = laboratory measured sound reduction index according to EN410 (airborne noise) - RA = Rw + C = «pink noise» reduction index - RA,tr = Rw + Ctr = «road noise» reduction index
* The overall performance of the appliance with ACOUSTIK’ LIGHT filling is only announced for the CONFORT and ELITE ranges

 ELECTRICAL PERFORMANCE OF THE APPLIANCE

Dimensions (cm) Filling THERMIK’ range PCA 16 / PCA 16 + / PCA 32 / PCA 32+ / Cover 40

Width Length
SL 125 SL 250 SL 500 SL 800 SL 1000 SL1500

24V 48V 24V 48V 24V 48V 24V 48V 24V 48V 24V 48V

100

100 4 2 4 2 4 2 4 2 4 2 6 3

150 4 2 4 2 4 2 4 2 4 2 6 3

200 4 2 4 2 4 2 4 2 4 2 6 3

120

120 4 2 4 2 4 2 4 2 4 2 8 4

200 4 2 4 2 4 2 6 3 8 4 8 4

250 4 2 4 2 4 2 8 4 8 4 12 6

140
140 4 2 4 2 4 2 4 2 6 3 8 4

200 4 2 4 2 4 2 8 4 8 4 12 6

150 150 4 2 4 2 4 2 6 3 8 4 8 4

160 160 4 2 4 2 4 2 8 4 8 4 12 6

180 180 4 2 4 2 12 6 12 6

200 195 4 2 4 2 12 6 12 6

*angled upstand along the length. 

Dimensions (cm) Filling THERMIK’ Triple dome / Accoustik Light range

Width Length
SL 125 SL 250 SL 500 SL 800 SL 1000 SL1500

24V 48V 24V 48V 24V 48V 24V 48V 24V 48V 24V 48V

100

100 4 2 4 2 4 2 4 2 4 2

150 4 2 4 2 4 2 4 2 4 2

200 4 2 4 2 4 2 4 2 4 2

120

120 4 2 4 2 4 2 4 2 8 4

200 4 2 4 2 6 3 8 4 8 4

250 4 2 4 2 8 4 8 4 12 6

140
140 4 2 4 2 4 2 4 2 8 4

200 4 2 4 2 8 4 8 4 12 6

150 150 4 2 4 2 6 3 8 4 8 4

160 160 4 2 4 2 8 4 8 4 12 6

180 180 4 2 12 6 12 6

200 195 4 2 12 6 12 6

*angled upstand along the length. 

1 crossbar : 4A (24V) - 2A (48V) 1 crossbar : 6A (24V) - 3A (48V)2 crossbars : 8A (24V) - 4A (48V) 2 crossbars : 12A (24V) - 6A (48V)



 THERMAL PERFORMANCE : URC (W/m².K) AND ARC (m²)

PYRODÔME® ÉVOLUÉLEC

Dimensions 
(cm)

Upstand height 360 mm Upstand height 410 mm

URC

ARC

URC

ARCAcoustik’ 
Light

Triple 
dome & 
PCA 16

PCA 
16+

PCA 
32**

PCA 32+** 
& alu 

cover 40 
opaque

Acoustik’ 
Light

Triple 
dome & 
PCA 16

PCA 
16+

PCA 
32**

PCA 32+** 
& alu 

cover 40 
opaque

100 x 100 2,5 2,4 2,1 2,2 2,0 3,1 2,4 2,3 2,0 2,1 1,9 3,3

120 x 120 2,5 2,4 2,1 2,2 2,0 3,8 2,4 2,3 2,0 2,1 1,9 4,1

140 x 140 2,4 2,3 2,0 2,1 1,9 4,7 2,3 2,2 1,9 2,0 1,8 5,0

150 x 150 2,4 2,3 2,0 2,1 1,9 5,2 2,3 2,2 1,9 2,0 1,8 5,5

160 x 160 2,4 2,3 2,0 2,1 1,9 5,6 2,3 2,2 1,9 2,0 1,8 6,0

180 x 180 2,3 2,2 1,9 - - 6,6 2,2 2,1 1,8 - - 7,0

195 x 200 2,3 2,2 1,9 - - 7,6 2,2 2,1 1,8 - - 8,0

100 x 150 2,5 2,4 2,1 2,2 2,0 4,0 2,4 2,3 2,0 2,1 1,9 4,2

100 x 200 2,4 2,3 2,0 2,1 1,9 4,9 2,3 2,2 1,9 2,0 1,8 5,2

120 x 200 2,4 2,3 2,0 - - 5,5 2,3 2,2 1,9 - - 5,8

140 x 200 2,4 2,3 2,0 - - 6,0 2,3 2,2 1,9 - - 6,4

120 x 250 2,4 2,3 2,0 - - 6,5 2,3 2,2 1,9 - - 6,9

* For a 160 x 160 cm unit, 410 mm high upstand, PCA 32+ filling
**The addition of a dome does not affect the thermal conductivity of the Urc device.

PYRODÔME® ÉVOLUÉLEC // STRAIGHT UPSTAND

CLASSIC

   WIDE CHOICE OF FILLINGS  for different 
thermal performances, light transmission and 
solar factor

   URC = 1.8 W/m².K*

 BETTER SEALING

   Sound reduction  FROM 17 DB

   COMPLIES WITH THE APPLICABLE  regulations

Filling

Insulation over the 
height of the upstand

Glazing frame

Compriband

Opening frame

EPDM seal

IMPROVED THERMAL 
INSULATION
> On the height of the ridge
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 THERMIC PERFORMANCE : URC (W/m².K) AND ARC (m²)

PYRODÔME® ÉVOLUÉLEC

Dimensions 
(cm)

Upstand height 360 mm Upstand height 410 mm

URC

ARC

URC

ARCAcoustik’ 
Light

Triple 
dome & 
PCA 16

PCA 
16+

PCA 
32**

PCA 32+** 
& alu  

cover40 
opaque

Acoustik’ 
Light

Triple 
dome & 
PCA 16

PCA 
16+

PCA 
32**

PCA 32+** 
& alu  

cover 40 
opaque

100 x 100 1,8 1,7 1,4 1,5 1,2 3,1 1,7 1,6 1,3 1,4 1,1 3,3

120 x 120 1,8 1,7 1,4 1,5 1,2 3,8 1,7 1,6 1,3 1,4 1,1 4,1

140 x 140 1,8 1,7 1,4 1,5 1,2 4,7 1,7 1,6 1,3 1,4 1,1 5,0

150 x 150 1,8 1,7 1,4 1,5 1,2 5,2 1,7 1,6 1,3 1,4 1,1 5,5

160 x 160 1,7 1,6 1,3 1,4 1,1 5,6 1,6 1,5 1,2 1,3 1,0 6,0

180 x 180 1,7 1,6 1,3 - - 6,6 1,6 1,5 1,2 - - 7,0

195 x 200 1,7 1,6 1,3 - - 7,6 1,6 1,5 1,2 - - 8,0

100 x 150 1,6 1,7 1,4 1,5 1,2 4,0 1,5 1,6 1,3 1,4 1,1 4,2

100 x 200 1,6 1,7 1,4 1,5 1,2 4,9 1,5 1,6 1,3 1,4 1,1 5,2

120 x 200 1,6 1,7 1,4 - - 5,5 1,5 1,6 1,3 - - 5,8

140 x 200 1,5 1,6 1,3 - - 6,0 1,4 1,5 1,2 - - 6,4

120 x 250 1,5 1,6 1,3 - - 6,5 1,4 1,5 1,2 - - 6,9

* For a 160 x 160 cm unit, 410 mm high upstand, PCA 32+ filling
** The addition of a dome does not affect the thermal conductivity of the Urc device.

PYRODÔME® ÉVOLUÉLEC // STRAIGHT UPSTAND

Filling

Insulation over the 
height of the upstand

Glazing frame

Compriband

Opening frame

EPDM seal

COMFORT

    WIDE RANGE OF FILLINGS

   URC = 1.0 W/m².K*

   COMPLIES WITH THE APPLICABLE regulations

THERMAL CONDUCTANCE URC :
>  40% better performance 

than the CLASSIC range
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PYRODÔME® ÉVOLUÉLEC // STRAIGHT UPSTAND

 THERMIC PERFORMANCE : URC (W/m².K) AND ARC (m²)

PYRODÔME® ÉVOLUÉLEC

Dimensions 
(cm)

Upstand height 360 mm Upstand height 410 mm

URC

ARC

URC

ARCAcoustik’ 
Light

Triple 
dome & 
PCA 16

PCA 
16+

PCA 
32**

PCA 32+** 
& alu 

cover 40 
opaque

Acoustik’ 
Light

Triple 
dome & 
PCA 16

PCA 
16+

PCA 
32**

PCA 32+** 
& alu 

cover 40 
opaque

100 x 100 1,7 1,6 1,3 1,4 1,2 3,1 1,6 1,5 1,2 1,3 1,0 3,3

120 x 120 1,6 1,5 1,2 1,3 1,1 3,8 1,5 1,4 1,1 1,2 0,9 4,1

140 x 140 1,6 1,5 1,2 1,3 1,1 4,7 1,5 1,4 1,1 1,2 0,9 5,0

150 x 150 1,6 1,5 1,2 1,3 1,1 5,2 1,5 1,4 1,1 1,2 0,9 5,5

160 x 160 1,6 1,5 1,2 1,3 1,1 5,6 1,5 1,4 1,1 1,2 0,9 6,0

180 x 180 1,6 1,5 1,2 - - 6,6 1,5 1,4 1,1 - - 7,0

195 x 200 1,6 1,5 1,2 - - 7,6 1,5 1,4 1,1 - - 8,0

100 x 150 1,6 1,5 1,2 1,3 1,1 4,0 1,5 1,4 1,1 1,2 0,9 4,2

100 x 200 1,6 1,5 1,2 1,3 1,1 4,9 1,5 1,4 1,1 1,2 0,9 5,2

120 x 200 1,6 1,5 1,2 - - 5,5 1,5 1,4 1,1 - - 5,8

140 x 200 1,6 1,5 1,2 - - 6,0 1,5 1,4 1,1 - - 6,4

120 x 250 1,6 1,5 1,2 - - 6,5 1,5 1,4 1,1 - - 6,9

* For a 160 x 160 cm unit, 410 mm high upstand, PCA 32+ filling
** The addition of a dome does not affect the thermal conductivity of the Urc device.

ELITE

   WIDE RANGE OF FILLINGS

 URC = 0.9 W/m².K*

   COMPLIES WITHE APPLICABLE  regulations

Fillings

Insulation on the 
height and return 
of the upstand as 

well as between the 
steel frame and the 

aluminium frame

Glazing frame

Compriband

Opening frame

EPDM seal

THERMAL CONDUCTANCE URC :
>  50% better performance 

than CLASSIC range
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PYRODÔME® 
ÉVOLUÉLEC



PYRODÔME® ÉVOLUÉLEC XL // STRAIGHT UPSTAND

  THERMIC PERFORMANCE : URC (W/m².K) AND ARC (m²)

PYRODÔME® ÉVOLUÉLEC XL

Dimensions 
(cm)

Upstand height 360 mm Upstand height 410 mm

URC

ARC

URC

ARCAcoustik’ 
Light

Triple 
dome & 
PCA 16

PCA 
16+

PCA 
32**

PCA 32+** 
& alu 

cover 40 
opaque

Acoustik’ 
Light

Triple 
dome & 
PCA 16

PCA 
16+

PCA 
32**

PCA 32+** 
& alu 

cover 40 
opaque

100 x 100 2,3 2,2 2,0 2,1 1,9 3,2 2,2 2,1 1,9 2,0 1,8 3,4

120 x 120 2,3 2,2 2,0 2,1 1,9 3,9 2,2 2,1 1,9 2,0 1,8 4,2

140 x 140 2,3 2,2 2,0 2,1 1,9 4,8 2,2 2,1 1,9 2,0 1,8 5,1

150 x 150 2,2 2,1 1,9 2,0 1,8 5,2 2,1 2,0 1,8 1,9 1,7 5,6

160 x 160 2,2 2,1 1,9 2,0 1,8 5,7 2,1 2,0 1,8 1,9 1,7 6,1

180 x 180 2,2 2,1 1,9 - - 6,7 2,1 2,0 1,8 - - 7,1

195 x 200 2,2 2,1 1,9 - - 7,7 2,1 2,0 1,8 - - 8,1

100 x 150 2,3 2,2 2,0 2,1 1,9 4,1 2,2 2,1 1,9 2,0 1,8 4,4

100 x 200 2,3 2,2 2,0 2,1 1,9 5,0 2,2 2,1 1,9 2,0 1,8 5,3

120 x 200 2,2 2,1 1,9 - - 5,6 2,1 2,0 1,8 - - 5,9

140 x 200 2,2 2,1 1,9 - - 6,1 2,1 2,0 1,8 - - 6,5

120 x 250 2,2 2,1 1,9 - - 6,6 2,1 2,0 1,8 - - 7,0

* For a 160 x 160 cm unit, 410 mm high upstand, PCA 32+ filling
** The addition of a dome does not affect the thermal conductivity of the Urc device.

CLASSIC
Filling

Insulation over the 
height of the ridge

Glazing frame

Compriband

Opening frame

EPDM seal

IMPROVED THERMAL INSULATION
>  On the height of the upstand

   WIDE CHOICE OF FILLINGS for different 
thermal performances, light transmission and 
solar factor 

   URC = 1.7 W/m².K*

   BETTER SEALING

 Sound reduction FROM 17 DB

   COMPLIANCE WITH THE APPLICABLE 
regulations
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PYRODÔME® ÉVOLUÉLEC XL // STRAIGHT UPSTAND

  THERMIC PERFORMANCE : URC (W/m².K) AND ARC (m²)

PYRODÔME® ÉVOLUÉLEC XL

Dimensions 
(cm)

Upstand height 360 mm Upstand height 410 mm

URC

ARC

URC

ARCAcoustik’ 
Light

Triple 
dome & 
PCA 16

PCA 
16+

PCA 
32**

PCA 32+** 
& alu 

cover 40 
opaque

Acoustik’ 
Light

Triple 
dome & 
PCA 16

PCA 
16+

PCA 
32**

PCA 32+** 
& alu 

cover 40 
opaque

100 x 100 1,7 1,6 1,4 1,5 1,3 3,2 1,6 1,5 1,3 1,4 1,2 3,4

120 x 120 1,7 1,6 1,4 1,5 1,3 3,9 1,6 1,5 1,3 1,4 1,2 4,2

140 x 140 1,6 1,5 1,3 1,4 1,2 4,8 1,5 1,4 1,2 1,3 1,1 5,1

150 x 150 1,6 1,5 1,3 1,4 1,2 5,2 1,5 1,4 1,2 1,3 1,1 5,6

160 x 160 1,6 1,5 1,3 1,4 1,2 5,7 1,5 1,4 1,2 1,3 1,1 6,1

180 x 180 1,6 1,5 1,3 - - 6,7 1,5 1,4 1,2 - - 7,1

195 x 200 1,6 1,5 1,3 - - 7,7 1,5 1,4 1,2 - - 8,1

100 x 150 1,7 1,6 1,4 1,5 1,3 4,1 1,6 1,5 1,3 1,4 1,2 4,4

100 x 200 1,6 1,5 1,3 1,4 1,2 5,0 1,5 1,4 1,2 1,3 1,1 5,3

120 x 200 1,6 1,5 1,3 - - 5,6 1,5 1,4 1,2 - - 5,9

140 x 200 1,6 1,5 1,3 - - 6,1 1,5 1,4 1,2 - - 6,5

120 x 250 1,6 1,5 1,3 - - 6,6 1,5 1,4 1,2 - - 7,0

* For a 160 x 160 cm unit, 410 mm high upstand, PCA 32+ filling
**The addition of a dome does not affect the thermal conductivity of the unit Urc.

COMFORT
Filling

Insulation on the 
height and return of 

the upstand

Glazing frame

Compriband

Opening frame

EPDM seal

   WIDE RANGE OF FILLINGS

   URC = 1.1 W/m².K*

   COMPLIES WITH THE APLLICABLE  regulations

 THERMAL CONDUCTANCE URC :

>  40% better performance 
than the CLASSIC range 
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PYRODÔME® ÉVOLUÉLEC XL // STRAIGHT UPSTAND

  THERMAL PERFORMANCE : URC (W/m².K) AND ARC (m²)

PYRODÔME® ÉVOLUÉLEC XL

Dimensions 
(cm)

Upstand height 360 mm Upstand height 410 mm

URC

ARC

URC

ARCAcoustik’ 
Light

Triple 
dome & 
PCA 16

PCA 
16+

PCA 
32**

PCA 32+** 
& alu 

cover 40 
opaque

Acoustik’ 
Light

Triple 
dome & 
PCA 16

PCA 
16+

PCA 
32**

PCA 32+** 
& alu 

cover 40 
opaque

100 x 100 1,6 1,5 1,3 1,4 1,1 3,2 1,5 1,4 1,2 1,3 1,0 3,4

120 x 120 1,5 1,4 1,2 1,3 1,0 3,9 1,4 1,3 1,1 1,2 0,9 4,2

140 x 140 1,5 1,4 1,2 1,3 1,0 4,8 1,4 1,3 1,1 1,2 0,9 5,1

150 x 150 1,5 1,4 1,2 1,3 1,0 5,2 1,4 1,3 1,1 1,2 0,9 5,6

160 x 160 1,5 1,4 1,2 1,3 1,0 5,7 1,4 1,3 1,1 1,2 0,9 6,1

180 x 180 1,5 1,4 1,2 - - 6,7 1,4 1,3 1,1 - - 7,1

195 x 200 1,5 1,4 1,2 - - 7,7 1,4 1,3 1,1 - - 8,1

100 x 150 1,5 1,4 1,2 1,3 1,0 4,1 1,4 1,3 1,1 1,2 0,9 4,4

100 x 200 1,5 1,4 1,2 1,3 1,0 5,0 1,4 1,3 1,1 1,2 0,9 5,3

120 x 200 1,5 1,4 1,2 - - 5,6 1,4 1,3 1,1 - - 5,9

140 x 200 1,5 1,4 1,2 - - 6,1 1,4 1,3 1,1 - - 6,5

120 x 250 1,5 1,4 1,2 - - 6,6 1,4 1,3 1,1 - - 7,0

* For a 160 x 160 cm unit, 410 mm high upstand, PCA 32+ filling
**The addition of a dome does not affect the thermal conductivity of the unit Urc.

ELITE
Filling

Insulation on the 
height and return 
of the upstand as 

well as between the 
steel frame and the 

aluminium frame

Glazing frame

Compriband

Opening frame

EPDM seal
    WIDE RANGE OF FILLINGS

 URC = 0.9 W/m².K*

   COMPLIES WITH THE APPLICABLE 
regulations

THERMAL CONDUCTANCE URC :

>  50% better performance 
than the CLASSIC range

info@skydome.eu - www.skydome.eu12



PYRODÔME® 
ÉVOLUÉLEC
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 THERMIC PERFORMANCE: URC (W/m².K) AND ARC (m²)

  PYRODÔME® EVOLVED COIFFANT TOP - HEIGHT OF TOP 170 MM

Dimensions 
(cm)

CLASSIC  COMFORT  ELITE 

URC

ARC

URC

ARC

URC

ARC
Acous-

tik’ 
Light

Triple 
dome 
& PCA 

16

PCA 
16+

PCA 
32*

PCA 
32+* 
& alu 
cover 

40 opa-
que

Acous-
tik’ 

Light

Triple 
dome 
& PCA 

16

PCA 
16+

PCA 
32*

PCA 
32+* 
& alu 
cover 

40 opa-
que

Acous-
tik’ 

Light

Triple 
dome 
& PCA 

16

PCA 
16+

PCA 
32*

PCA 
32+* 
& alu 
cover 

40 opa-
que

100 x 100 3,2 3,1 2,8 2,9 2,6 2,3 2,6 2,5 2,1 2,2 1,9 2,3 2,5 2,4 2,0 2,1 1,8 2,3

120 x 120 3,1 3,0 2,6 2,7 2,4 2,9 2,5 2,4 2,0 2,1 1,7 2,9 2,4 2,3 1,9 2,0 1,6 2,9

140 x 140 3,0 2,9 2,5 2,6 2,3 3,6 2,4 2,3 1,9 2,0 1,6 3,6 2,3 2,2 1,8 1,9 1,5 3,6

150 x 150 2,9 2,8 2,5 2,6 2,3 4,0 2,3 2,2 1,8 1,9 1,6 4,0 2,2 2,1 1,7 1,8 1,5 4,0

160 x 160 2,9 2,8 2,4 2,5 2,2 4,4 2,3 2,2 1,8 1,9 1,5 4,4 2,2 2,1 1,7 1,8 1,4 4,4

180 x 180 2,8 2,7 2,3 - - 5,2 2,2 2,1 1,7 - - 5,2 2,1 2,0 1,6 - - 5,2

195 x 200 2,7 2,6 2,3 - - 6,1 2,2 2,1 1,6 - - 6,1 2,1 2,0 1,5 - - 6,1

100 x 150 3,1 3,0 2,6 2,7 2,4 3,0 2,5 2,4 2,0 2,1 1,7 3,0 2,4 2,3 1,9 2,0 1,6 3,0

100 x 200 3,0 2,9 2,6 2,7 2,4 3,7 2,4 2,3 1,9 2,0 1,7 3,7 2,3 2,2 1,8 1,9 1,6 3,7

120 x 200 3,0 2,9 2,6 - - 4,2 2,3 2,2 1,8 - - 4,2 2,2 2,1 1,7 - - 4,2

140 x 200 2,9 2,8 2,4 - - 4,7 2,3 2,2 1,8 - - 4,7 2,2 2,1 1,7 - - 4,7

120 x 250 3,0 2,9 2,6 - - 5,1 2,3 2,2 1,8 - - 5,1 2,2 2,1 1,7 - - 5,1

*The addition of a dome does not affect the thermal conductivity of the Urc device.

THE ADVANCED PYRODOME® COIFING SYSTEM
FOR RENOVATION AND RETROFITTINGFOCUS ON ...

 GEOMETRIC DIMENSIONS AND AIRFLOW PERFORMANCE

Hopper 
dimensions

A x B (cm)

Overall heel 
dimensions 
C x D (cm)

Height H* (cm) Illuminated 
area(m²) E (cm) Weight (Kg) Av (m²)

Aa (m²)

SD AD

100 x 100 117 x 117 23 1.00 165 53 1.00 0.57 0.68

120 x 120 137 x 137 23 1.44 186 64 1.44 0.77 0.97

140 x 140 157 x 157 23 1.96 207 75 1.96 0.97 1.30

150 x 150 167 x 167 23 2.25 228 81 2.25 1.08 1.48

160 x 160 177 x 177 23 2.56 240 86 2.56 1.18 1.67

180 x 180 197 x 197 25 3.24 274 97 3.24 1.38 2.13

195 x 200 212 x 217 25 3.90 285 108 3.90 1.58 2.50

100 x 150 117 x 167 23 1.50 165 63 1.50 0.85 1.01

100 x 200 117 x 167 25 2.00 165 75 2.00 1.15 1.33

120 x 200 117 x 217 28 2.40 186 82 2.40 1.29 1.57

140 x 200 157 x 217 25 2.80 207 89 2.80 1.40 1.83

120 x 250 137 x 267 25 3.00 186 93 3.00 1.64 1.95

Other dimensions: consult us. *For an upstand height of 170 mm.
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SUPPORT :
Watertight roof / 
Existing roof ridge

• NATURAL SMOKE CONTROL
• ZENITHAL LIGHTING
• ROOF ACCESS



FILLINGS
 PCA 16 

 PCA 16+ 

 PCA 32

 PCA 32+

  Triple dome PMMA

 Acoustik’ Light

PYRODÔME® 
ÉVOLUÉLEC
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 IMPLEMENTATION PLAN

Hair 
extension 

height 
170 mm high

84 mm

existing 
upstand

THE ADVANCED PYRODOME® COIFING SYSTEM
FOR RENOVATION AND RETROFITTING

The PYRODÔME® ÉVOLUÉLEC COIFFANT RISE can be adapted 
to any type of upstand to bring appliances into conformity or 
change the original function while preserving the existing 
upstand.

FOCUS ON...

CONTROL
  Electric opening/closing

Upstand
 Heel width on request for 

adaptation to the existing 
support

   Upstand height on request

  OPTIONS 
List of standard options 
p.1

UPSTAND
 Insulated skylight with galvanised 

steel cover sheet, 84 mm heel and 40 
mm projection

 Galvanised steel12/10e

  Height 170 mm



PYRODÔME® 
ÉVOLUÉLEC 

SUBSTRATE :
Watertight roof / 
Existing roof ridge

• NATURAL SMOKE CONTROL
• ZENITHAL LIGHTING
• ROOF ACCESS

info@skydome.eu Entre-Deux-Villes
02270 Sons-et-Ronchères - FRANCE 
Tél. +33 (0)3 23 21 79 90 - Fax. +33 (0)3 23 21 79 76
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